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 Product Description 

 

PRODUCT DESCRIPTION 

Equipment Under Test (EUT) 

Bluetooth Smart Module 
Model: BGM11SA 
 BGM11SN 

 

BGM11SA and BGM11SN are Bluetooth 4.1 compliant Bluetooth smart beacon modules. The only difference 
between A-variant and N-variant modules is that A has integrated antenna and N has RF connector for use of 
external antenna.  

Type of the EUT 

The EUT will be tested as a tabletop unit. 

Power Requirements 

Operating voltage range: 2.0 - 3.8 VDC (tested with 3.3 V regulated by the development board) 

Mechanical Size of the EUT 

Height: 2 mm Width: 20 mm Length: 6 mm 
 

 

Peripherals 

-Tablet Lenovo Tab3 with nRF Toolbox program 
-Microsoft mobile phone with nRF Toolbox program 
-Laptop PC HP ProBook 450 G3 with BG Tool program 
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GENERAL REMARKS 

Disclaimer 

This document is issued by the Company under its General Conditions of service accessible at 
http://www.sgs.com/terms_and_conditions.htm.  attention is drawn to the limitation of liability, 
indemnification and jurisdiction issues defined therein.  

 

Any holder of this document is advised that information contained hereon reflects the Company's findings at the 
time of its intervention only and within the limits of Client's instructions, if any.  The Company's sole 
responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all 
their rights and obligations under the transaction documents. Any unauthorized alteration, forgery or falsification 
of the content or appearance of this document is unlawful and offenders may be prosecuted to the fullest extent 
of the law.  

 

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such 
sample(s) are retained for 90 days only. This document cannot be reproduced except in full, without prior 
approval of the Company. 

 

 

 

http://www.sgs.com/terms_and_conditions.htm.
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TEST CONDITIONS 

Performance Criteria A for Immunity Testing 

During testing the EUT shall operate without any degradation of performance. 

Performance Criteria B for Immunity Testing 

During testing temporary degradation of performance or loss of function, which is self-recovered are allowed.  

Performance Criteria C for Immunity Testing 

Temporary loss of function is allowed if the function is self-recoverable or can be restored by the operation of 
controls. 

EUT Test Conditions during Testing 

Configuration of the EUT was made to correspond to the actual assembling conditions as far as possible. The 
EUT was connected to the laptop PC and the communication link was created between the EUT and the tablet 
(or mobile phone) with nRF Toolbox program.  The nRF Toolbox program was monitored during the tests. 
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 Test Conditions 

 

Photographs of the EUT 

 

Photograph 1. The EUT (chip).  

 

 

 

Photograph 2. The EUT (BGM11SA).  
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 Test Conditions 

 

 

Photograph 3. The EUT (BGM11SN). 

 

 

Photograph 4. Radiated immunity test set-up (80 to 1000 MHz). 
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 Test Conditions 

 

 

Photograph 5. Radiated immunity test set-up (1 to 2 GHz). 

 

 

Photograph 6. Radiated immunity test set-up (2 to 6 GHz).  



 

 Reference number: 287407-1-2 
 Page 10 of 14 
 
 Test Conditions 

 

 

 

Photograph 7. ESD test set-up. 
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 Summary of Testing 

 

SUMMARY OF TESTING 

Test Suite 

Measurement/Test Reference standard Test site Result 

Electrostatic Discharge Immunity  EN 61000-4-2:2009  Shielded 
Room 

PASS 

Radiated RF-field Immunity 

 

EN 61000-4-3:2006 A1:2008, 
A2:2010 FAR PASS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Testing location: 

 

 Testing Location / address: SGS Fimko Ltd 

Särkiniementie 3 

FI-00210, HELSINKI 

FINLAND 

 Testing Location / address: SGS Fimko Ltd 

Karakaarenkuja 4 

FI-02610, ESPOO 

FINLAND 
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 Electrostatic Discharge Immunity 

 

IMMUNITY TEST RESULTS 

Electrostatic Discharge Immunity 

Standard: EN 61000-4-2  
Tested by: RRE / JSU  
Date: 23 February 2017 / 17 May 2017  
Temperature: 22 C / 22 C  

Humidity: 32 % RH / 26 % RH  
Barometric pressure: 973 hPa / 1030 hPa  
   
Performance criteria: B  
Test result: PASS   

 

Test plan 

Tests were done by using the air discharge to non-conductive and the contact discharge to all conductive parts 
of the EUT. Also the indirect contact discharges were given to VCP (Vertical Coupling Plate) and HCP 
(Horizontal Coupling Plane) in order to simulate the objects placed near to the EUT. At least ten discharges 
were given with both polarities to the selected points. The EUT was monitored as described in “EUT test 
conditions during testing” 

 

Test results 

Discharge method: Air discharge 
Test levels:  2 kV,  4 kV,  8 kV 
EUT test point: No places for air discharge. 
Test remarks: - 

 
Discharge method: Contact discharge 
Test levels:  2 kV,  4 kV 
EUT test point: The antenna connector (SMA) 
Test remarks: No loss of function was observed 

 
Discharge method: Indirect contact discharge 
Test level:  2 kV,  4 kV 
EUT test side: Two sides were tested (look at photographs). 
Test remarks: No loss of function was observed 

 

 

The humidity was lower than what is specified in the basic standard. The test may therefore be more severe 
than intended. Since the EUT passed the test no effort was made to increase the humidity to the specified range 
of 30–60%. 



 

 Reference number: 287407-1-2 
 Page 13 of 14 
 
 Radiated RF-field Immunity  

 

Radiated RF-field Immunity 

Standard: EN 61000-4-3  
Tested by: RRE   
Date: 23 February 2017   
Temperature: 22 C   

Humidity: 32 % RH  
Barometric pressure: 973 hPa  
   
Performance criteria: A  
Test result: PASS  

 

Test plan 

Test was done in an anechoic chamber. Signal generator was set to 1 % logarithmic step size with used dwell 
time in each frequency. The floor of the chamber was covered by ferrite tiles. The EUT was placed on non-
conductive table 0.8 m above the ground plane. Both EUT models were tested at the same time and monitored 
separately. 

 

Test results 

Frequency range: 80 MHz to 6 GHz 
Modulation: 80% AM with 1 kHz modulation frequency 
Test level: 3 V/m 
Dwell time: 1 s 
Antenna polarization: Horizontal and vertical 
EUT test side: Two sides 
Test remark: No loss of performance was observed 
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TEST EQUIPMENT 
 
 

Electrostatic Discharge Immunity 
   

Equipment Manufacturer Type Inv or serial Prev Calib Next Calib 

IONIZIZING AIR BLOWER AEROSTAT PC SOMCO ION sn:124140033683062 - - 

ESD GENERATOR EMTEST ESD30N inv:9595 2016-06-22 2017-06-22 

VERTICAL COUPLING PLANE SGS FIMKO EDS_V5m1 inv:10413 - - 

ELECTROSTATIC FIELD METER 
WOLFGANG 
WARMBIER EFM 51 inv:9116 2013-04-30 - 

 
 

Radiated RF-field Immunity 
    

Equipment Manufacturer Type Inv or serial Prev Calib Next Calib 

ANTENNA EMCO 3115 inv:9541 2016-05-04 - 

ANTENNA ETS LINDGREN 3142C inv:7916 2016-08-17 2017-08-17 

ANTENNA AR AT4002A inv:7937 2016-08-17 2017-08-17 

DIRECTIONAL COUPLER CMC DC440165  inv:5006 2016-08-17 2017-08-17 

DIRECTIONAL COUPLER AR DC7144 inv:10363 2016-08-17 2017-08-17 

POWER METER 
ROHDE & 
SCHWARZ NRVD 0857.8008.02 inv:8018 2017-01-17 2018-01-17 

POWER SENSOR 
ROHDE & 
SCHWARZ NRV-Z5 inv:8956 2016-01-28 2018-01-28 

RF POWER AMPLIFIER BONN ELEKTRONIK TWAL 0208-300 inv:9612 2016-05-04 - 

RF POWER AMPLIFIER MILMEGA AS0825-65 inv:9564 2013-04-09 - 

RF POWER AMPLIFIER AR 25S1G4A inv:7912 2016-08-17 2017-08-17 

RF POWER AMPLIFIER AR 200W1000M7A inv:7936 - - 

RF POWER AMPLIFIER AR 500W1000AM4 inv:9568 2016-08-17 2017-08-17 

RF SIGNAL GENERATOR 
ROHDE & 
SCHWARZ SMR20 inv:7950 2016-09-12 2019-09-12 

SPECTRUM ANALYZER 
HEWLETT 
PACKARD 8594EM inv:7934 2009-11-23 - 
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