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JAPAN CERTIFICATE OF CONSTRUCTION TYPE 
 
 
 
 

CERTIFICATION No.  ► ACB-MIC000029   
 
RADIO LABEL MARKING  ►         209- J00089      
  
ISSUED TO   ► Bluegiga Technologies Oy  
  Sinikalliontie 5A 

 02630 Espoo 
 Finland 
       
  

CLASSIFICATION OF SPECIFIED ► Article 2, Paragraph 1, Item 19  
RADIO EQUIPMENT  Category: WW 
  
MODEL / NAME OF EQUIPMENT  ► WT32i / Bluetooth 3.0 Module 
        
 
FREQUENCY RANGE   ► 2402 - 2480 MHz  
         
 
EMISSION DESIGNATION   ► Bluetooth: F1D (GFSK)  
  Bluetooth EDR: G1D (π/4-DQPSK / 8-DPSK) 
 
R.F. POWER RATING   ► Bluetooth: 0.061 mW/MHz  

  Bluetooth EDR: 0.041 mW/MHz 
 
 
NOTES:  -This certificate does not pertain to requirements that may be applicable under the 

Telecommunications Business Act for certain types of telecommunications terminal 
equipment which are subject to both the Radio Act and Telecommunications Business Act. 
-This device is intended to be used with a chip antenna having a maximum peak gain of 3.3 
dBi or with an omnidirectional ½ λ antenna having a maximum peak gain of 2.8 dBi. 

 
 
 
 
 
 
 
 
 
 
ORIGINAL DATE OF ISSUE:  October 16, 2013 

REVISED  DATE OF ISSUE:  N/A     

      Michael F. Violette 
 Director 

This is to Certify that the above Type Certification has been granted in accordance with the provisions of 
Article 38-24 Paragraph 1 of the Radio Law. 
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Label Marking of Radio Equipment based on Certified Type 

Explanation of Certified Label, Including Contents of Technical Requirements etc. 
 
 

The marking below must be affixed to an easily noticeable section of the specified radio equipment.  Note that 
additional information may be necessary if the device is also subject to a telecom approval. 

 
 
 
 
 
 
 
 
 

 
 

 
 

 
 

 
 
 
 
 

 
 
 
 
 
 
 
Certified Type Number Format 

 
 
 
 

R 

1. GITEKI (MIC) Mark 
The diameter of the mark must be 5 mm or 
greater. (If the volume of certified equipment is 
less than 100 cc, the diameter of the mark may 
be 3 mm or greater).   

1 

2. Symbol of Radio Certification 
Put ‘R’ in the square as it is shown above 

2 

 XXX - ABCDEF 

 XXX - ABCDEF 
3 

3. Certified Type Number 
Certified Type Number specific to this device.  
Details of this number are given below.   

 

ACB’s 3 Digit Number CAB ID 
assigned by Minister of MIC  
(209 for ACB)  

Certification Number to be assigned by the CAB.  
Up to 6 Arabic digits. 


